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ADVANTAGES 
• Stainless steel blades
• Contoured rosewood handles 
• Steel lip for opening cans
• Handles slotted for hanging
• Blade lengths from 6" to 14"

• Six spatulas per box 
• Available in sets; one of each size

AWT’s all-purpose spatulas feature 
stainless steel, semi-flexible blades and are 
manufactured with contoured rosewood 
handles and sturdy brass rivets. These premium-
quality spatulas feature a sturdy steel lip on 
the handle for opening jars and cans, and the 
handle is slotted for hanging. 
The semi-flexible stainless steel blade is ideal 
for stirring and mixing colors. Spatulas can also 
be used to remove excess ink from squeegees 
and screens and are handy for clean-up and 
maintenance. AWT spatulas are available in 
boxes of six, with blade lengths from 6 to  
14 inches. 

Stainless Teal with Rosewood Handles

https://awt-gpi.com//product.php?id=79
https://www.facebook.com/AWTWorldTrade
https://www.instagram.com/a.w.t.worldtrade/
https://twitter.com/AWTWorldTrade
https://awt-gpi.com//product.php?id=79


Specifications

Combining state-of-the art engineering expertise and creativity
with outstanding customer service to provide quality, consistency, and 

value to the screen printing industry for more than 40 years

The AWT World TrAde Group
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A Company with
proven experience.

Products
you can trust.

CAT NO. BLADE LENGTH BLADE WIDTH BLADE THICKNESS PIECES / BOX

SPAT-006 6.00" (15.25cm) 1.00" (2.75cm) 0.04" (0.10cm) 6

SPAT-008 8.00"  (20.50cm) 1.25" (3.25cm) 0.04" (0.10cm) 6

SPAT-010 10.00" (25.50cm) 1.25" (3.25cm) 0.04" (0.10cm) 6

SPAT-012 12.00" (30.50cm) 1.75" (4.50cm) 0.05" (0.13cm) 6

SPAT-014 14.00" (35.75cm) 2.00" (5.25cm) 0.05" (0.13cm) 6
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